
Super-Screw® 80
EP 800 Belt
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Flexible splice
To screw



A V A N T A G E S

 Installation :
- without need of physical strength
- quick installation (saves downtime)
- under any weather conditions
- using battery or pneumatic operated screw driver, no need of electricity power 
   - no use/need of expensive equipment
   - no need of highly skilled operator
- no drilling preparation, no template
- self tapping screws through the belt
- Wear and cut resistant
- High tensile strength
- Flexible
- Can be used for a bridge even with 
different belt carcass thickness
- Suitable for high-heat belt up to 200°C
- Compatible with small pulley diameter
- Compatible with conveyor scraper
- Perfect for tubular belt
- Leak proof
- Available on coil or «ready to use» cut lengths
- Many rubber qualities available

INFOS  
For  anti-magnetic splice : use 
screws and inserts made of non 
magnetic stainless steel

Super-Screw®  is available with  tex-
tile on the bottom for sliding belts

Données techniques

SUPER-SCREW® 35 63 65 80 85 100 105 125 127 180 185 200 205

Final belt thickness*, 
mm 4-11 4-13 4-13 4-15 5-15 6-15 6-15 7-20.5 7-19 7-20.5 7-19 7-19 7-17.5

Max. belt tension,
N/mm

31 63 63 80 80 100 100 125 125 180 180 200 200

Max. belt strength,
N/mm 315 630 630 800 800 1000 1000 1250 1250 1800 1800 2000 2000

Minimum pulley Ø, 
mm

160/
200

220/
300

250/
300

250/
350

270/
400

300/
350

350/
400

350/
400

350/
400

400/
800

500/
800

500/
1000

650/
1000

Thickness top plate 
(± 1 mm), mm 4.5 5 6.5 6 7.5 7.5 9 6.5 8.5 6.5 8.5 8.5 10

Thickness bottom 
plate (± 1 mm), mm 3.7 4 4 4.5 4.5 4.5 4.5 6 6 6 6 6 6

* Final belt thickness : Belt thickness once skived or not

MLT has developed the SUPER-
SCREW®. It is a flexible rubber splice to 
screw on to the belt.
  MLT specific screws are self-drilling and 
self-tapping : they spread the carcass 
threads without cutting them.
     The screwing  system allows Super-
Screw® to be installed regardless of the :
- configuration of the conveyor belt,
- access conditions,
- weather conditions,
- temperature (-50 up to 200°C flash).

 
The Super-Screw® significantly reduces 
downtime. It can bear service tensions up 
to 200 N/mm (belt breaking strength up to 
2000 N/mm). 
     It is available in different rubber qualities 
(see opposite page).

   Simple and practical, the Super-Screw® 
is versatile !
   

ADVANTAGES

Technical data

Splice and repair

into underground mine(Morocco)
SUPER-SCREW®

on tubular belt(middle east)
SUPER-SCREW®

Super-Screw®
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Super-Screw® Quality Rubber Color code

A - abrasion resistant (regular)             

C - heat resistant 150°C (170°C flash)          

R - heat retardant 170°C (200°C flash)

W - white FDA/USDA rubber cover with stainless steel inserts and screws - Maximum length : 1,2 Meter

SUPER-SCREW® 35 63 65 80 85 100 105 125 127 180 185 200 205

Final belt thickness*, 
mm 4-11 4-13 4-13 4-15 5-15 6-15 6-15 7-20.5 7-19 7-20.5 7-19 7-19 7-17.5

Max. belt tension,
N/mm

31 63 63 80 80 100 100 125 125 180 180 200 200

Max. belt strength,
N/mm 315 630 630 800 800 1000 1000 1250 1250 1800 1800 2000 2000

Minimum pulley Ø, 
mm

160/
200

220/
300

250/
300

250/
350

270/
400

300/
350

350/
400

350/
400

350/
400

400/
800

500/
800

500/
1000

650/
1000

Thickness top plate 
(± 1 mm), mm 4.5 5 6.5 6 7.5 7.5 9 6.5 8.5 6.5 8.5 8.5 10

Thickness bottom 
plate (± 1 mm), mm 3.7 4 4 4.5 4.5 4.5 4.5 6 6 6 6 6 6

P - very low temperature down to -50°C
   

G - oil resistant (120°C heat resistant)

F - fire resistant and antistatic 
(FRAS)

Super-Screw® Color code with inserts made of non magnetic stainless steel

Yellow line = stainless steel inserts

Super-Screw® «Ready to install» : the assembly spacers are pre installed. The top part matches the bottom 
part. It is delivered with screws and PZ bit.
Maximum length : 3 Meters.

To add

+

ScrewsSuper-Screw® assembled

Screws bucket PZ BitSpacers

+

Steel cord belt reparation

Battery, electric or pneumatic 
operated drill or screwdriver

Super-Screw® roll

+

Patch on textile belt

Super-Screw® roll is delivered in 2 rolls : the top roll and the bottom roll. You have to define the screws 
size and their quantity, same for spacers and PZ bit (PZ2, Ø  5 mm or PZ3, Ø 6.3 mm) 
Maximum length :  - 25 Meters for the Super-Screw® 35 to 105 
                                      - 15 Meters for Super-Screw® 125 to 205

Patch on textile belt
Installation tool

Packaging

Cut in length

in roll

best way for patch/repairs

Available Version

PZ bit



Super-Screw® splice

Super-Screw® splice

.

ISC® splice

**M
ADE   IN   FRANCE

Quality products
Simplified work

Super-Screw® patch
Super-Screw® splice

New

www.mlt-lacing.com
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www.mlt-lacing.
com

DISTRIBUTOR

Technical belts
Super-Screw®

Self-Lock®

MS® 

More  information ?

Truly endless spliceless belts

Phone: (02) 9605 6555 
sales@mlt-au.com.au 
www.mlt-lacing.com

Unit 2, 4 Shaw Road
Ingleburn NSW 2565

Documentation 
sur internetFabrication rapideR&D

In stock

Brochures 
on internet

Training 
Assistance

Quick supply
Efficient
R&D

Standard 
products 
available
in stock

Technical
advice

MLT Asia Pacific

MR

New
 Clip’N Lock®

Mine fastener
New

6 points

MLT also produces conveyor belt splicing systems, technical belts, tools, vulcanizing presses...

The technical content of this document is for information purposes only and may be modified without notice.


